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Declaration of Performance
No. LE-003

1. Unique identification code of the product type
DRIBO® Chipboard screw (stainless steel A2/A4) @ 3,5 - 6,0 mm; L= 20 - 120 mm
SPARIBO® Chipboard screw (stainless steel A2/A4) @ 3,5 - 6,0 mm; L= 30 - 120 mm
Wood facade screw (stainless steel A2/A4) @ 4,0 - 5,0 mm; L= 30 - 100 mm
HBS Wafer head wood construction screw (stainless steel A2/A4) @ 6,0 - 8,0 mm; L= 40 - 300 mm
Distance set, wood (stainless steel A2/A4) @ 5,0 - 6,0 mm; L= 50 - 100 mm
TS Decking screw (stainless steel A2/A4) @ 5,5 mm; L= 40 - 80 mm
FPS Facade panel screw (stainless steel A2/A4) @ 4,2 - 5,5 mm; L= 32 - 55 mm
RETINOX® 4 plus Chipboard screw @ 4,0 - 6,0 mm; L= 45 - 120 mm
RETINOX® plus wood screw HCR 1.4529 / 1.4539 @ 4,0 - 6,0 mm; L= 30 - 140 mm

Article number see Annex 1

2. Intended use
Screws for use in timber constructions

3. Manufacturer (corresponding Art. 11, pas. 5)
REISSER Schraubentechnik GmbH
Fritz-Miiller-StraRe 10
74653 Ingelfingen-Criesbach
Germany

4, Not relevant

System of assessment and verification of constancy of performance of the construction product as set out in

5. Annex 2 (in accordance with 97/176/EC)
System 3

6a. Not relevant

6b. Technical Assessment Body

DIBt Deutsches Institut fiir Bautechnik
KolonnenstraBBe 30B
10829 Berlin
Germany

Reference number of the European Technical Assessment
ETA-11/0106 from 11.09.2024

Reference number of the European Assessment Document
EAD 130 118-01-0603
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REISSER

Declaration of Performance
No. LE-003

7. BWR1 Mechanical resistance and stability

Characteristic yield moment M, , [Nm] acc. ETA-11/0106, Table A.2.1

Thread major diameter 3,0 mm = 0,9 Nm
Thread major diameter 3,5 mm = 1,4 Nm
Thread major diameter 4,0 mm = 1,9 Nm
Thread major diameter 4,5 mm = 2,6 Nm
Thread major diameter 5,0 mm = 3,4 Nm
Thread major diameter 5,5 mm = 4,4 Nm
Thread major diameter 6,0 mm = 5,5Nm
Thread major diameter 8,0 mm = 12,0 Nm
Thread major diameter 10,0 mm = 21,0 Nm

Bending angle acc. ETA-11/0106, chapter A.2.1 (45/d%+20)

Thread major diameter 3,0 mm 2 40,9°
Thread major diameter 3,5 mm 2 38,7°
Thread major diameter 4,0 mm 2 37,1°
Thread major diameter 4,5 mm 2 35,7°
Thread major diameter 5,0 mm 2 34,6°
Thread major diameter 5,5 mm 2 33,6°
Thread major diameter 6,0 mm 2 32,8°
Thread major diameter 8,0 mm 2 30,5°
Thread major diameter 10,0 mm 2 29,0°
Thread major diameter 12,0 mm 2 27,9°

Characteristic withdrawal parameter f,, , [N/mm?] based on a char. wood density of 350 kg/m?
acc. ETA-11/0106, chapter A.2.3.2

Thread major diameter 3,0 mm = 12,5 N/mm?
Thread major diameter 3,5 mm = 12,5 N/mm?
Thread major diameter 4,0 mm = 12,5 N/mm?
Thread major diameter 4,5 mm = 12,5 N/mm?
Thread major diameter 5,0 mm = 12,5 N/mm?
Thread major diameter 5,5 mm = 12,5 N/mm?
Thread major diameter 6,0 mm = 12,5 N/mm?
Thread major diameter 8,0 mm = 11,0 N/mm?
Thread major diameter 10,0 mm = 11,0 N/mm?
Thread major diameter 12,0 mm = 12,5 N/mm?

For OSB/3 and OSB/4 panels with the thickness 2 18 mm, the
characteristic f,, , at an angle of 90° to the plane based on a characterisic
density of 600 kg/m? is f,, , = 10.0 N/mm? for DRIBO® and SPARIBO®
screws with4 mm < d <6 mm.

10,0 N/mm?

Characteristic head pull-through parameter f, .4

The characteristic value f,..q for a char. density of wood 350 kg/m?* is for a thickness >20mm = 9.4 N/mm?; for
a thickness >12mm and <20mm = 8.0 N/mm?; for a thickness < 12mm = 8.0 N/mm? and max. 400 N. acc. ETA-
11/0106, passage A.2.3.3
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Declaration of Performance

No. LE-003
Characteristic tensile strength fi,  [kN] acc. ETA-11/0106, Table A.2.1
Thread major diameter 3,0 mm = 1,8 kN
Thread major diameter 3,5 mm = 2,4 kN
Thread major diameter 4,0 mm = 3,1 kN
Thread major diameter 4,5 mm = 4,0 kN
Thread major diameter 5,0 mm = 4,9 kN
Thread major diameter 5,5 mm = 5,9 kN
Thread major diameter 6,0 mm = 7,1 kN
Thread major diameter 8,0 mm = 12,6 kN
Thread major diameter 10,0 mm = 19,6 kN

Characteristic torsional moment f,,. , [Nm] acc. ETA-11/0106, Table A.2.1

Thread major diameter 3,0 mm = 1,0 Nm
Thread major diameter 3,5 mm = 1,4 Nm
Thread major diameter 4,0 mm = 2,2Nm
Thread major diameter 4,5 mm = 3,0 Nm
Thread major diameter 5,0 mm = 4,0 Nm
Thread major diameter 5,5 mm = 6,0 Nm
Thread major diameter 6,0 mm = 8,0 Nm
Thread major diameter 8,0 mm = 18,0 Nm
Thread major diameter 10,0 mm = 34,0 Nm

Insertion moment Ry, mean
The ratio between fi;, /Rior mean fulfills the requirement for all screws.
acc. ETA-11/0106, chapter A.2.5

Minimum spacing, distances and timber thickness

acc. ETA-11/0106, chapter A.2.4

Axial slip modulus K., [N/mm]

K., = 780 * d”? * 1%, acc. ETA-11/0106, chapter A.2.3

Durability against corrosion
Screws are made of stainless steel 1.4301 (A2), 1.4567 (A2), 1.4401 (A4), 1.4578 (A4), 1.4539 (A5) or 1.4529
(A8)
acc. ETA-11/0106, chapter A.2.6

BWR 2 Reaction to fire
Class Al, acc. ETA-11/0106, chapter 3.2

BWR 4 Safety and accessibility in use
as BWR 1, acc. ETA-11/0106, chapter 3.3
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Declaration of Performance
No. LE-003

The performance of the in Annex 1 named products is in conformity with the declared performance and complied with the
regulation (EU) Nr. 305/2011

Signed for and on behalf of the manufacturer by:

Criesbach, 11.06.2026
Place, Date

Alexander Kimmerle CEO Q/

Name Position / N Signature
%
Manfred Heber Product Management
Name Position Signature

This Declaration of Performance is issued in accordance with Annex Ill of the Regulation (EU) No. 305/2011 of the European
Parliament and of the Council of 9 March 2011 laying down harmonised conditions for the marketing and of construction
products and repealing Council Directive 89/106/EEC.
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Annex 1

ISSER

Declaration of Performance
No. LE-003

Type, batch or serial number allowing identification of the construction product

d = nominal diameter
L = nominal length

Ig = thread length

d1 = core diameter
ds = shank diameter
p = thread pitch

DRIBO® Chipboard screw (stainless steel A2/A4) @ 3,5 - 6,0 mm; L= 20 - 120 mm

article number d L Ig di ds p
00R241__ _ _- 040035 _ _-__ 4,0 mm 35mm 21 mm 2,4 mm 2,9 mm 1,8 mm
00R241__ _ _- 040040 _ _-_ _ 4,0 mm 40 mm 26 mm 2,4 mm 2,9 mm 1,8 mm
O0R241__ _ - 040045 _ _-__ 4,0 mm 45 mm 31 mm 2,4 mm 2,9 mm 1,8 mm
00R241__ _ _- 040050 _ - _ 4,0 mm 50 mm 31 mm 2,4 mm 2,9 mm 1,8 mm
O0R241__ _ _- 040060 _ _-__ 4,0 mm 60 mm 36 mm 2,4 mm 2,9 mm 1,8 mm
O0R241__ _ - 045040 _ - _ 4,5 mm 40 mm 26 mm 2,6 mm 3,2 mm 2,0 mm
O0R241_ _ _ - 045045 _ - _ 4,5 mm 45 mm 31 mm 2,6 mm 3,2mm 2,0 mm
00R241__ _ - 045050 _ - _ 4,5 mm 50 mm 31 mm 2,6 mm 3,2 mm 2,0 mm
O0R241__ _ _- 045060 _ - _ 4,5 mm 60 mm 36 mm 2,6 mm 3,2 mm 2,0 mm
O0R241__ _ - 045070 _ - _ 4,5 mm 70 mm 42 mm 2,6 mm 3,2 mm 2,0 mm
OOR241__ - 050050 _ - _ 5,0 mm 50 mm 31 mm 3,0 mm 3,7 mm 2,2 mm
OOR241 - 050060 _ - 5,0 mm 60 mm 36 mm 3,0 mm 3,7 mm 2,2 mm
OOR241__ _ - 050070 _ - _ 5,0 mm 70 mm 42 mm 3,0 mm 3,7 mm 2,2 mm
OOR241_ - 050080 _ - _ 5,0 mm 80 mm 50 mm 3,0 mm 3,7 mm 2,2 mm
OOR241__ - 050100 _ - _ 5,0 mm 100 mm 60 mm 3,0 mm 3,7 mm 2,2 mm
OOR241__ - 060060 _ - 6,0 mm 60 mm 36 mm 3,6 mm 4,4 mm 2,6 mm
OOR241__ - 060080 _ - _ 6,0 mm 80 mm 50 mm 3,6 mm 4,4 mm 2,6 mm
OOR241__ - 060100 _ - _ 6,0 mm 100 mm 60 mm 3,6 mm 4,4 mm 2,6 mm
IRR240_ - 060040 _ - 6,0 mm 40 mm - 3,6 mm - 2,6 mm
IRR240_ - 060042 - 6,0 mm 42 mm - 3,6 mm - 2,6 mm
IRR240__ _ - 060045 _ - _ 6,0 mm 45 mm - 3,6 mm - 2,6 mm
IRR241_ - 060042 - 6,0 mm 42 mm 26 mm 3,6 mm 4,4 mm 2,6 mm

SPARIBO® Chipboard screw (stainless steel A2/A4) @ 3,5 - 6,0 mm; L= 30 - 120 mm

article number d L Ig di ds p
009267_ _ _ _- 040035 _ - _ 4,0 mm 35 mm 26 mm 2,6 mm 2,9 mm 1,8 mm
009267_ - 040040 _ - 4,0 mm 40 mm 26 mm 2,6 mm 2,9 mm 1,8 mm
009267_ _ - 040045 _ - 4,0 mm 45 mm 28 mm 2,6 mm 2,9 mm 1,8 mm
009267_ - 040050 _ - 4,0 mm 50 mm 30 mm 2,6 mm 2,9 mm 1,8 mm
009267_ _ _ _- 040060 _ - 4,0 mm 60 mm 38 mm 2,6 mm 2,9 mm 1,8 mm
009267_ _ _ - 040070 _ - _ 4,0 mm 70 mm 48 mm 2,6 mm 2,9 mm 1,8 mm
009267_ _ _ - 040080 _ - _ 4,0 mm 80 mm 48 mm 2,6 mm 2,9 mm 1,8 mm
009267_ - 045040 _ - _ 4,5 mm 40 mm 26 mm 3,0 mm 3,2 mm 2,0 mm
009267_ _ _ - 045045 _ - _ 4,5 mm 45 mm 28 mm 3,0 mm 3,2 mm 2,0 mm
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Annex 1
009267_ - 045050 _ - 4,5 mm 50 mm 33 mm 3,0 mm 3,2 mm 2,0 mm
009267_ _ - 045060 _ - 4,5 mm 60 mm 38 mm 3,0 mm 3,2 mm 2,0 mm
009267_ - 045070 _ - _ 4,5 mm 70 mm 48 mm 3,0 mm 3,2 mm 2,0 mm
009267_ _ _ - 045080 _ - _ 4,5 mm 80 mm 48 mm 3,0 mm 3,2 mm 2,0 mm
009267_ _ _ - 050050 _ - _ 5,0 mm 50 mm 33 mm 3,7 mm 3,7 mm 2,2 mm
009267_ _ _ - 050060 _ - _ 5,0 mm 60 mm 38 mm 3,7 mm 3,7 mm 2,2 mm
009267_ _ _ - 050070 _ - _ 5,0 mm 70 mm 48 mm 3,7 mm 3,7 mm 2,2 mm
009267_ _ _ - 050080 _ - _ 5,0 mm 80 mm 48 mm 3,7 mm 3,7 mm 2,2 mm
009267_ _ _ - 050090 _ - _ 5,0 mm 90 mm 58 mm 3,7 mm 3,7 mm 2,2 mm
009267_ _ _ - 050100 _ - _ 5,0 mm 100 mm 58 mm 3,7 mm 3,7 mm 2,2 mm
009267_ __ - 060080 _ - _ 6,0 mm 80 mm 57 mm 4,6 mm 4,4 mm 2,6 mm
009267_ _ _ - 060090 _ - _ 6,0 mm 90 mm 57 mm 4,6 mm 4,4 mm 2,6 mm
009267_ _ _ - 060100 _ - _ 6,0 mm 100 mm 66 mm 4,6 mm 4,4 mm 2,6 mm
009267 _ - 060120 _ - 6,0 mm 120 mm 66 mm 4,6 mm 4,4 mm 2,6 mm

Wood facade screw (stainless steel A2/A4) @ 4,0 - 5,0 mm; L= 30 - 100 mm

article number d L Ig di ds p
oou241__ _ _- 040030 _ _- _ 4,0 mm 30 mm 21 mm 2,4 mm 2,9 mm 1,8 mm
00u241__ - 040035 _ - _ 4,0 mm 35 mm 21 mm 2,4 mm 2,9 mm 1,8 mm
oou241_ - 040040 _ - _ 4,0 mm 40 mm 26 mm 2,4 mm 2,9 mm 1,8 mm
oou241_ - 040050 _ - 4,0 mm 50 mm 31 mm 2,4 mm 2,9 mm 1,8 mm
oou241_ - 045035 _ - 4,5 mm 35 mm 21 mm 2,5 mm 3,2 mm 2,0 mm
0ou241__ - 045040 _ - _ 4,5 mm 40 mm 26 mm 2,5 mm 3,2 mm 2,0 mm
oou241_ - 045045 _ - 4,5 mm 45 mm 31 mm 2,5 mm 3,2 mm 2,0 mm
oou241 - 045050 _ - 4,5 mm 50 mm 31 mm 2,5 mm 3,2 mm 2,0 mm
oou241_ - 045060 _ - 4,5 mm 60 mm 36 mm 2,5 mm 3,2 mm 2,0 mm
oou241 - 045070 _ - 4,5 mm 70 mm 42 mm 2,5 mm 3,2 mm 2,0 mm
oou241_ - 050050 _ - _ 5,0 mm 50 mm 31 mm 3,2mm 3,6 mm 2,2 mm
oou241 - 050060 _ - 5,0 mm 60 mm 36 mm 3,2 mm 3,6 mm 2,2 mm
oou241_ - 050070 _ - _ 5,0 mm 70 mm 42 mm 3,2mm 3,6 mm 2,2 mm
oou241_ - 050080 _ - 5,0 mm 80 mm 42 mm 3,2 mm 3,6 mm 2,2 mm
oou241_ - 050090 _ - _ 5,0 mm 90 mm 60 mm 3,2mm 3,6 mm 2,2 mm
oou241 - 050100 _ - 5,0 mm 100 mm 60 mm 3,2 mm 3,6 mm 2,2 mm

HBS Wafer head wood construction screw (stainless steel A2/A4) @ 6,0 - 8,0 mm; L= 40 - 300 mm

article number d L Ig di ds p
009292v __ _-080040 _ - _ 8,0 mm 40 mm - 5,3 mm - 5,5mm
009292V _ _ _- 080050 _ - _ 8,0 mm 50 mm - 5,3 mm - 5,5 mm
009292V _ _ - 080060 _ - 8,0 mm 60 mm - 5,3 mm - 5,5mm
009292V _ - 080080 _ - 8,0 mm 80 mm - 5,3 mm - 5,5 mm
009292V _ _ - 080100 _ - _ 8,0 mm 100 mm 80 mm 5,3 mm 5,8 mm 5,5mm
009292V _ - 080120 _ - 8,0 mm 120 mm 80 mm 5,3 mm 5,8 mm 5,5 mm
009292V _ _ - 080140 _ - _ 8,0 mm 140 mm 80 mm 5,3 mm 5,8 mm 5,5mm
009292V _ - 080160 _ - 8,0 mm 160 mm 80 mm 5,3 mm 5,8 mm 5,5 mm
009292V _ _ - 080180 _ - _ 8,0 mm 180 mm 80 mm 5,3 mm 5,8 mm 5,5mm
009292V _ - 080200 _ - 8,0 mm 200 mm 80 mm 5,3 mm 5,8 mm 5,5 mm
009292V _ _ - 080220 _ - _ 8,0 mm 220 mm 80 mm 5,3 mm 5,8 mm 5,5mm
009292V _ - 080240 _ - 8,0 mm 240 mm 80 mm 5,3 mm 5,8 mm 5,5 mm
009292V _ - 080260 - 8,0 mm 260 mm 80 mm 5,3 mm 5,8 mm 5,5mm
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Annex 1

HBS Wafer head wood construction screw (stainless steel A2/A4) @ 6,0 - 8,0 mm; L= 40 - 300 mm

Declaration of Performance

REISSER

No. LE-003

article number d L Ig di ds p
O0R292_ - 060040 _ - _ 6,0 mm 40 mm - 3,6 mm - 3,6 mm
00R292_ - 060050 _ - 6,0 mm 50 mm 31 mm 3,6 mm 4,4 mm 3,6 mm
00R292_ - 060060 _ - _ 6,0 mm 60 mm 36 mm 3,6 mm 4,4 mm 3,6 mm
O0R292_ - 060080 _ - _ 6,0 mm 80 mm 50 mm 3,6 mm 4,4 mm 3,6 mm
00R292_ - 060100 _ - _ 6,0 mm 100 mm 60 mm 3,6 mm 4,4 mm 3,6 mm
00R292_ - 060120 _ - _ 6,0 mm 120 mm 70 mm 3,6 mm 4,4 mm 3,6 mm
00R292_ - 060140 _ - _ 6,0 mm 140 mm 70 mm 3,6 mm 4,4 mm 3,6 mm
O0R292_ - 060160 _ - 6,0 mm 160 mm 70 mm 3,6 mm 4,4 mm 3,6 mm
O0R292_ - 060180 _ - _ 6,0 mm 180 mm 70 mm 3,6 mm 4,4 mm 3,6 mm
OOSN92_ - 080040 _ - 8,0 mm 40 mm - 5,3 mm - 5,5 mm
OOSN92_ - 080050 _ - 8,0 mm 50 mm - 5,3 mm - 5,5mm
OOSN92_ - 080060 _ - 8,0 mm 60 mm - 5,3 mm - 5,5 mm
OOSN92_ - 080080 _ - _ 8,0 mm 80 mm - 5,3 mm - 5,5mm
O0SN92_ - 080100 _ - 8,0 mm 100 mm 80 mm 5,3 mm 5,8 mm 5,5mm
O0SN92_ - 080120 _ - _ 8,0 mm 120 mm 80 mm 5,3 mm 5,8 mm 5,5mm
OOSN92_ - 080140 _ - 8,0 mm 140 mm 80 mm 5,3 mm 5,8 mm 5,5mm
OOSN92_ - 080160 _ - _ 8,0 mm 160 mm 80 mm 5,3 mm 5,8 mm 5,5mm
O0OSN92 - 080180 _ - 8,0 mm 180 mm 80 mm 5,3 mm 5,8 mm 5,5mm

Distance set, wood (stainless steel A2/A4) @ 5,0 - 6,0 mm; L= 50 - 100 mm

article number d L Ig di ds p
O0ODSH2_ __ -048050 _ - | 4,8(50)mm 50 mm 31 mm 3,4 mm 3,8 mm 2,4 mm
OODSH4__ -048050 _ - | 4,8(50) mm 50 mm 31 mm 3,4 mm 3,8 mm 2,4 mm
00DSH2_ __ -120030 _ - _ 6,0 mm 75 mm 42 mm 3,8 mm 4,3 mm 2,6 mm
00DSH2_ _ -120035 _ - 6,0 mm 90 mm 42 mm 3,8 mm 4,3 mm 2,6 mm
00DSH2_ __ _-120040 _ - _ 6,0 mm 90 mm 42 mm 3,8 mm 4,3 mm 2,6 mm
00DSH2_ - 120045 _ - 6,0 mm 100 mm 42 mm 3,8 mm 4,3 mm 2,6 mm
00DSH2_ __ _-120050 _ - _ 6,0 mm 100 mm 42 mm 3,8 mm 4,3 mm 2,6 mm
OODSH5__~ -048050 _ - | 4,8(5,0) mm 50 mm 31 mm 3,8 mm 3,8 mm 2,4 mm

TS Decking screw (stainless steel A2/A4) @ 5,5 mm; L= 40 - 80 mm

article number d L Ig di ds p
00L241_ - 055040 _ - _ 5,5mm 40 mm 25 mm 3,5mm 4,1 mm 2,2 mm
00L241_ - 055050 _ - 5,5mm 50 mm 35 mm 3,5 mm 4,1 mm 2,2 mm
0o0L241__ _ _- 055060 _ _-__ 55mm 60 mm 35mm 3,5mm 4,1 mm 2,2 mm
00L241__ _ _- 055070 _ _-__ 5,5mm 70 mm 35mm 3,5mm 4,1 mm 2,2 mm
00L241___ - 055080 _ - _ 55mm 80 mm 35 mm 3,5 mm 4,1 mm 2,2 mm
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Declaration of Performance

REISSER

No. LE-003

FPS Facade panel screw (stainless steel A2/A4) @ 4,2 - 5,5 mm; L= 32 - 55 mm

article number d L Ig di ds p
000812_ __ -042032 _ - _ | 4,2(45 mm 32 mm 26 mm 2,5mm 3,1 mm 2,0 mm
000812 - 055025 _ - _ 5,5mm 25 mm 19 mm 3,5mm 4,1 mm 2,4 mm
000812_ - 055035 _ - _ 5,5mm 35mm 24 mm 3,5mm 4,1 mm 2,4 mm
000812 - 055045 _ - 5,5mm 45 mm 30 mm 3,5 mm 4,1 mm 2,4 mm
000812 - 055055 _ - 5,5mm 55 mm 37 mm 3,5 mm 4,1 mm 2,4 mm

RETINOX® plus wood screw HCR 1.4529 / 1.4539 @ 4,0 - 6,0 mm; L= 30 - 140 mm

article number d L Ig di ds p
HCR251Y_ _ - 040030 _ - _ 4,0 mm 30 mm 18 mm 2,4 mm 2,9 mm 1,8 mm
HCR251Y_ _ - 040040 _ - 4,0 mm 40 mm 26 mm 2,4 mm 2,9 mm 1,8 mm
HCR251Y_ _ - 040050 _ - 4,0 mm 50 mm 32 mm 2,4 mm 2,9 mm 1,8 mm
HCR251Y_ _ - 040060 _ - 4,0 mm 60 mm 38 mm 2,4 mm 2,9 mm 1,8 mm
HCR251Y_ _ - 050040 _ - _ 5,0 mm 40 mm 25 mm 3,2 mm 3,6 mm 2,2 mm
HCR251Y_ _ - 050050 _ - 5,0 mm 50 mm 30 mm 3,2 mm 3,6 mm 2,2 mm
HCR251Y_ _ - 050060 _ - 5,0 mm 60 mm 35mm 3,2 mm 3,6 mm 2,2 mm
HCR251Y_ _ - 050070 _ - 5,0 mm 70 mm 42 mm 3,2 mm 3,6 mm 2,2 mm
HCR251Y_ _ - 050080 _ - _ 5,0 mm 80 mm 50 mm 3,2 mm 3,6 mm 2,2 mm
HCR251Y_ _ - 050100 _ - 5,0 mm 100 mm 60 mm 3,2 mm 3,6 mm 2,2 mm
HCR251Y_ _ - 060050 _ - 6,0 mm 50 mm 32 mm 3,7 mm 4,3 mm 2,6 mm
HCR251Y__ - 060060 _ - 6,0 mm 60 mm 37 mm 3,7 mm 4,3 mm 2,6 mm
HCR251Y_ _ - 060070 _ - _ 6,0 mm 70 mm 42 mm 3,7 mm 4,3 mm 2,6 mm
HCR251Y__ - 060080 _ - 6,0 mm 80 mm 50 mm 3,7 mm 4,3 mm 2,6 mm
HCR251Y_ _ - 060100 _ - 6,0 mm 100 mm 60 mm 3,7 mm 4,3 mm 2,6 mm
HCR251Y_ _ - 060120 _ - 6,0 mm 120 mm 70 mm 3,7 mm 4,3 mm 2,6 mm
HCR251Y__ - 060140 _ - 6,0 mm 140 mm 70 mm 3,7 mm 4,3 mm 2,6 mm

RETINOX® plus wood screw HCR 1.4529 / 1.4539 @ 4,0 - 6,0 mm; L= 30 - 140 mm

article number d L Ig di ds p
009251D_ _ _- 040030 _ - _ 4,0 mm 30 mm 18 mm 2,4 mm 2,9 mm 1,8 mm
009251D_ - 040035 _ - 4,0 mm 35 mm 21 mm 2,4 mm 2,9 mm 1,8 mm
009251D_ _ _- 040040 _ - _ 4,0 mm 40 mm 26 mm 2,4 mm 2,9 mm 1,8 mm
009251D_ _ - 040050 _ - 4,0 mm 50 mm 32 mm 2,4 mm 2,9 mm 1,8 mm
009251D_ _ - 040060 _ - _ 4,0 mm 60 mm 38 mm 2,4 mm 2,9 mm 1,8 mm
009251D_ _ - 050040 _ - 5,0 mm 40 mm 25 mm 3,2 mm 3,6 mm 2,2 mm
009251D_ _ - 050050 _ - _ 5,0 mm 50 mm 30 mm 3,2 mm 3,6 mm 2,2 mm
009251D_ _ _- 050060 _ - 5,0 mm 60 mm 35 mm 3,2 mm 3,6 mm 2,2 mm
009251D_ _ _- 050070 _ - 5,0 mm 70 mm 42 mm 3,2 mm 3,6 mm 2,2 mm
009251D_ _ - 050080 _ - 5,0 mm 80 mm 50 mm 3,2 mm 3,6 mm 2,2 mm
009251D_ _ _- 050100 _ - 5,0 mm 100 mm 60 mm 3,2 mm 3,6 mm 2,2 mm
009251D_ _ _- 060050 _ - 6,0 mm 50 mm 32 mm 3,7 mm 4,3 mm 2,6 mm
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Annex 1
009251D_ _ - 060060 _ - _ 6,0 mm 60 mm 37 mm 3,7 mm 4,3 mm 2,6 mm
009251D_ _ _- 060070 _ - 6,0 mm 70 mm 42 mm 3,7 mm 4,3 mm 2,6 mm
009251D_ _ _- 060080 _ - 6,0 mm 80 mm 50 mm 3,7 mm 4,3 mm 2,6 mm
009251D_ _ - 060100 _ - 6,0 mm 100 mm 60 mm 3,7 mm 4,3 mm 2,6 mm
009251D_ _ _- 060120 _ - 6,0 mm 120 mm 70 mm 3,7 mm 4,3 mm 2,6 mm
009251D_ _ - 060140 _ - 6,0 mm 140 mm 70 mm 3,7 mm 4,3 mm 2,6 mm

RETINOX® 4 plus Chipboard screw @ 4,0 - 6,0 mm; L= 45 - 120 mm

article number d L Ig di ds p
009250W_ _ _- 040020 _ - _ 4,0 mm 20 mm - 2,4 mm - 1,8 mm
009250W_ _ _- 040040 _ - 4,0 mm 40 mm - 2,4 mm - 1,8 mm
009250W_ _ _- 040050 _ - _ 4,0 mm 50 mm - 2,4 mm - 1,8 mm
009250W_ _ - 045035 _ - 4,5 mm 35 mm - 2,6 mm - 2,0 mm
009250W_ _ _- 050030 _ - _ 5,0 mm 30 mm - 3,0 mm - 2,2 mm
009250W_ _ _- 050040 _ - 5,0 mm 40 mm - 3,0 mm - 2,2 mm
009250W_ _ _- 050050 _ - _ 5,0 mm 50 mm - 3,0 mm - 2,2 mm
009250W_ _ - 050055 _ - 5,0 mm 55 mm - 3,0 mm - 2,2 mm
009250W_ _ _- 050060 _ - _ 5,0 mm 60 mm - 3,0 mm - 2,2 mm
009250W_ _ _- 050070 _ - 5,0 mm 70 mm - 3,0 mm - 2,2 mm
009250W_ _ _- 050080 _ - _ 5,0 mm 80 mm - 3,0 mm - 2,2 mm
009250W_ _ _- 050090 _ - 5,0 mm 90 mm - 3,0 mm - 2,2 mm
009250W_ _ _- 050100 _ - _ 5,0 mm 100 mm - 3,0 mm - 2,2 mm
009250W_ _ - 050110 _ - 5,0 mm 110 mm - 3,0 mm - 2,2 mm
009250W_ _ - 050120 _ - _ 5,0 mm 120 mm - 3,0 mm - 2,2 mm
009250W_ _ _- 060050 _ - 6,0 mm 50 mm - 3,6 mm - 2,6 mm
009250W_ _ _- 060051 _ - _ 6,0 mm 50 mm - 3,6 mm - 2,6 mm
009250W_ _ _- 060110 _ - _ 6,0 mm 110 mm - 3,6 mm - 2,6 mm
009251W_ _ - 040045 _ - _ 4,0 mm 45 mm 31 mm 2,4 mm 2,8 mm 1,8 mm
009251W_ - 045045 _ - 4,5 mm 45 mm 31 mm 2,6 mm 3,2 mm 2,0 mm
009251W_ _ - 050040 _ - _ 5,0 mm 40 mm 26 mm 3,0 mm 3,5mm 2,2 mm
009251W_ _ - 050045 _ - 5,0 mm 45 mm 31 mm 3,0 mm 3,5 mm 2,2 mm
009251W_ _ - 050050 _ - _ 5,0 mm 50 mm 31 mm 3,0 mm 3,5mm 2,2 mm
009251W_ _ - 050060 _ - 5,0 mm 60 mm 36 mm 3,0 mm 3,5 mm 2,2 mm
009251wW_ _ _- 050070 _ - _ 5,0 mm 70 mm 42 mm 3,0 mm 3,5mm 2,2 mm
009251W__ - 050080 _ - 5,0 mm 80 mm 50 mm 3,0 mm 3,5 mm 2,2 mm

REISSER Schraubentechnik GmbH | Fritz-Miller-StraRe 10 | 74653 Ingelfingen-Criesbach
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The European Technical Assessment is issued by the Technical Assessment Body in its official language.
Translations of this European Technical Assessment in other languages shall fully correspond to the
original issued document and shall be identified as such.

Communication of this European Technical Assessment, including transmission by electronic means, shall
be in full. However, partial reproduction may only be made with the written consent of the issuing Technical
Assessment Body. Any partial reproduction shall be identified as such.

This European Technical Assessment may be withdrawn by the issuing Technical Assessment Body, in
particular pursuant to information by the Commission in accordance with Article 25(3) of Regulation
(EU) No 305/2011.
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Specific Part

1

Technical description of the product

REISSER R 2, RETINOX, DNS, DRIBO, SPARIBO, UHB, Vi-Port, HBS, TKS, STRONGI, fully
threaded HBS screws, wooden fagade screws, terrace screws and facade panels screws are
screws made from special carbon or stainless steel. Screws made from carbon steel are
hardened. They have a corrosion protection in accordance with Annex A.2.6. The outer thread
diameter is not less than 3.0 mm and not greater than 12.0 mm. The overall length of the screws
is ranging from 16 mm to 500 mm. Further dimensions are shown in Annex 5.

The washers are made from carbon steel. The dimensions of the washers are given in Annex 5.

REISSER screws achieve a bending angle a of at least 45/d°%7 + 20, where d is the outer thread
diameter of the screws.

2 Specification of the intended use in accordance with the applicable European Assessment
Document
The performances given in Section 3 are only valid if the REISSER screws are used in compliance
with the specifications and conditions given in Annex 1 to 4.
The verifications and assessment methods on which this European Technical Assessment is
based lead to the assumption of a working life of the REISSER screws of at least 50 years. The
indications given on the working life cannot be interpreted as a guarantee given by the producer,
but are to be regarded only as a means for choosing the right products in relation to the expected
economically reasonable working life of the works.
3 Performance of the product and references to the methods used for its assessment
31 Mechanical resistance and stability (BWR 1)
Essential characteristic Performance
Dimensions See Annex 5
Characteristic yield moment See Annex 2
Bending angle See Annex 2
Characteristic withdrawal parameter See Annex 2
Characteristic head pull-through parameter See Annex 2
Characteristic tensile strength See Annex 2
Characteristic yield strength See Annex 2 and 3
Characteristic torsional strength See Annex 2
Insertion moment See Annex 2
Spacings, end and edge distances of the screws See Annex 2
and minimum thickness of the wood-based materials
Slip modulus for mainly axially loaded screws See Annex 2
Durability against corrosion See Annex 2
74750.24 8.06.03-111/23
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3.2 Safety in case of fire (BWR 2)
Essential characteristic Performance
Reaction to fire Class A1

3.3 Safety and accessibility in use (BWR 4)

Same as BWR 1.

4 Assessment and verification of constancy of performance (AVCP) system applied, with
reference to its legal base

In accordance with EAD No. 130118-01-0603, the applicable European legal act is: 97/176/EC.
The system to be applied is: 3

5 Technical details necessary for the implementation of the AVCP system, as provided for
in the applicable EAD

Technical details necessary for the implementation of the AVCP system are laid down in the
control plan deposited with Deutsches Institut fiir Bautechnik.

Issued in Berlin on 11 September 2024 by Deutsches Institut flir Bautechnik

Anja Dewitt beglaubigt:
Head of Section Véssing
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Annex 1 Specifications of intended use

A.1.1 Use of the REISSER screws only for:

—  Static and quasi-static loads (not relevant to fatigue)

A.1.2 Connection materials

The screws are used for connections in load-bearing timber structures between wood-based members or between
wood-based members and steel members:

—  Solid timber (softwood) in accordance with EN 14081-11,
—  Glued laminated timber in accordance with EN 140802,
—  Glued solid timber in accordance with EN 14080,

Laminated veneer lumber LVL (softwood) in accordance with EN 143743, arrangement of the screws only

perpendicular to the plane of the veneers,

of 18 mm.

Cross laminated timber (softwood) in accordance with European Technical Assessments,
Oriented strand boards, OSB/3 or OSB/4 in accordance with EN 3004 and EN 13986% with a minimum thickness

The screws are used for connecting the following wood-based panels to the timber members mentioned above:

Oriented strand boards (OSB) in accordance with EN 300 and EN 13986,
Plywood in accordance with EN 636¢ and EN 13986,

Particleboards in accordance with EN 3127 and EN 13986,

Cement-bonded particleboards in accordance with EN 634-28 and EN 13986,
Fibreboards in accordance with EN 622-2°, EN 622-31° and EN 13986,

—  Solid wood panels (SWP) in accordance with EN 13353"" and EN 13986.
Wood-based panels are only arranged on the side of the screw head, except OSB/3 and OSB/4 panels with a

minimum thickness of 18 mm.

REISSER screws with an outer thread diameter d of at least 6 mm are also used for the fixing of thermal insulation
material on top of rafters or on wood-based members in vertical fagades.

HBS screws with d = 8 mm and a full thread may be used for reinforcing of timber structures perpendicular to the

grain.

1 EN 14081-1:2005+A1:2011
2 EN 14080:2013

3 EN 14374:2004

4 EN 300:2006

5 EN 13986:2004+A1:2015
6 EN 636:2012+A1:2015

7 EN 312:2010

8 EN 634-2:2007

9 EN 622-2:2004/AC:2005
10 EN 622-3:2004

" EN 13353:2022

Timber structures — Strength graded structural timber with rectangular cross section — Part 1: General
requirements

Timber structures — Glued laminated timber and glued solid timber — Requirements

Timber structures — Structural laminated veneer lumber — Requirements

Oriented strand boards (OSB) — Definition, classification and specifications

Wood-based panels for use in construction — Characteristics, evaluation of conformity and marking
Plywood — Specifications

Particleboards — Specifications

Cement-bonded particleboards — Specifications — Part 2: Requirements for OPC bonded
particleboards for use in dry, humid and external conditions

Fibreboards — Specifications — Part 2: Requirements for hardboards

Fibreboards — Specifications — Part 3: Requirements for medium boards

Solid wood panels (SWP) — Requirements

REISSER screws

Specifications of intended use

Annex 1.1

Z4770.24
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A.1.3 Use conditions (environmental conditions)

The corrosion protection of REISSER screws is specified in Annex A.2.6.

A.1.4 Installation provisions

EN 1995-1-112 gpplies for the installation of REISSER screws.
A minimum of two screws is used for connections in load-bearing timber structures.

The screws are either driven into the wood-based member made of softwood without pre-drilling or in pre-drilled
holes with a diameter not exceeding the inner thread diameter d;.

The screw holes in steel members are pre-drilled with an adequate diameter greater than the outer thread diameter.

If screws with an outer thread diameter d = 8 mm are driven into the wood-based member without pre-drilling, the
solid timber, glued laminated timber, glued solid timber, laminated veneer lumber and cross laminated timber is from
spruce, pine or fir.

In the case of fastening counter battens on thermal insulation material on top of rafters the screws are driven in the
rafter through the counter battens and the thermal insulation material without pre-drilling in one sequence.

Countersunk head screws may be used with washers in accordance with Annex 5. After inserting the screws, the
washers shall touch the surface of the wood-based member completely. Screws made from carbon steel have to be
used with washers made from carbon steel and screws made from stainless steel have to be used with washers
made from stainless steel.

By fastening screws in wood-based members the head of the screws is flush with the surface of the wood-based
member. For pan head, half-round head, head with washer face and hexagonal head the head part remains
unconsidered.

12 EN 1995-1-1:2004/AC:2006 Eurocode 5: Design of timber structures — Part 1-1: General — Common rules and rules
+A1:2008+A2:2014 for buildings

REISSER screws

Installation provisions Annex 1.2

Z4770.24 8.06.03-111/23
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Annex 2 Characteristic values of the load-carrying capacities

Table A.2.1 Characteristic load-carrying capacities of REISSER screws

Outer thread diameter d [mm] 3.0 3.5 4.0 4.2 4.5 4.8 5.0
Characteristic Carbon steel 1.6 2.3 3.3 3.3 4.5 5.3 5.9
yield moment )
My, [Nm] Stainless steel 0.9 1.4 1.9 1.9 2.6 3.0 34
Characteristic ~ [Carbon steel 238 3.8 5.0 5.0 6.4 71 7.9
tensile strength
frens k [KN] Stainless steel 1.8 24 3.1 3.1 4.0 4.4 4.9
Characteristic Carbon steel 1.6 2.0 3.5 3.5 5.0 54 6.0
torsional moment Stainless steel
fork [NM] 1.0 1.4 2.2 2.2 3.0 3.6 4.0
Outer thread diameter d [mm] 5.5 6.0 7.0 8.0 10.0 12.0
Characteristic Carbon steel 7.6 9.5 17.0 20.0 30.0 60.0
yield moment
M, « INm] Stainless steel 4.4 5.5 - 12.0 21.0 -
Characteristic Carbon [Other screws 15.1
}ens'liﬁtrength sl HBS Full thread and 9.5 11.3 | 18.0 23.6 40.0
tens.k [KN] screws in accordance 20.1
with annex 5.9

Stainless steel 59 71 - 12.6 19.6 -
Characteristic Carbon |Other screws 9.0 11.0 18.0 22.0 36.0 68.0
torsional moment |steel HBS Full thread : . : 30.0 : :
ftor,k [Nm] _

Stainless steel 6.0 8.0 - 18.0 34.0 -

A.2.1 General

All REISSER screws achieve a bending angle o of at least 45/d%7 + 20, where d is the outer thread diameter of the
screws.

The minimum penetration length of the threaded part of the screw in the wood-based members | is:

4.d
lef = — (2.1)
sina
Where
o} angle between screw axis and grain direction [°],
d outer thread diameter of the screw [mm].

The outer thread diameter d of screws inserted in cross laminated timber is at least 6 mm. The inner thread diameter
d; of the screws used in cross laminated timber is greater than the maximal width of the gaps in the layer of cross
laminated timber.

REISSER screws

Characteristic values of the load-carrying capacities Annex 2.1
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A.2.2 Laterally loaded screws

A.2.2.1 General
The outer thread diameter d is used as effective diameter of the screw in accordance with EN 1995-1-1.

The embedding strength for the screws in wood-based members or in wood-based panels shall be taken from
EN 1995-1-1.

A.2.2.2 Cross laminated timber

The embedding strength for screws arranged in the narrow faces parallel to the plane of cross laminated timber may
be assumed with equation (2.2) independent of the angle between screw axis and grain direction, 0° < o < 90°:

fox =20-d7%°  [N/mm?| (2.2)

unless otherwise specified in the technical specification of the cross laminated timber.
Where d is the outer thread diameter of the screws in mm.

Equation (2.2) is only valid for softwood layers. The provisions in the European Technical Assessment of the cross
laminated timber apply.

The embedding strength for screws in the wide faces of cross laminated timber shall be assumed as for solid timber
based on the characteristic density of the outer layer. Where applicable, the angle between force and grain direction
of the outer layer shall be considered. The direction of the lateral force shall be perpendicular to the screw axis and
parallel to the wide face of the cross laminated timber.

A.2.3 Axially loaded screws

A.2.3.1 Slip modulus for mainly axially loaded screws

The axial slip modulus K, of the threaded part of a screw for the serviceability limit state is taken independent of
angle a to the grain as:

04
Keer = 780 - d02 -l [N/mm] (2.3)

Where
d outer thread diameter of the screw [mm],
lef penetration length of the of the threaded part of the screw in the wood-based member [mm].

A.2.3.2 Axial withdrawal capacity — Characteristic withdrawal parameter
The characteristic withdrawal parameter for REISSER screws at an angle a=90° to the grain based on a
characteristic density of the wood-based member of 350 kg/m? is

faxk = 11.0 N/mm? for all screws with d = 10 mm, HBS screws with d = 8 mm and UHB screws d = 8 mm and
faxk = 12.5 N/mm? for the remaining screws.

The characteristic withdrawal parameter is also valid for softwood layers of cross laminated timber.

For LVL a maximum characteristic density of 500 kg/m? shall be used in equation (8.40a) of EN 1995-1-1.

For OSB/3 and OSB/4 panels the characteristic withdrawal parameter at an angle of a = 90° to the plane based on
a characteristic density of the OSB panel of 600 kg/m? is

faxk = 10.0 N/mm? for DRIBO and SPARIBO screws with 4 mm <d <6 mm.

The minimum thickness of the OSB panel is 18 mm.

For screws penetrating more than one layer of cross laminated timber the different layers may be taken into account
proportionally. In the narrow faces of the cross laminated timber the screws are fully inserted in one layer of cross
laminated timber.

REISSER screws

Characteristic values of the load-carrying capacities
ISte vaid ying capacit Annex 2.2
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The characterstic axial withdrawal capacity for screws arranged parallel to the wide faces of cross laminated timber,
independent of the angle between screw axis and grain direction, 30° < a < 90°, may be calculated as:

Faxre =20-d%2 132 [N] (2.4)

Where
d outer thread diameter of the screw [mm],
let penetration length of the threaded part of the screw in the cross laminated timber [mm].

A.2.3.3 Head pull-through capacity — Characteristic head pull-through parameter

The characteristic value of the head pull-through parameter for REISSER screws for a characteristic density of
350 kg/m? for wood-based panels like

—  Oriented strand boards (OSB) in accordance with EN 300 and EN 13986,

—  Plywood in accordance with EN 636 and EN 13986,

—  Particleboards in accordance with EN 312 and EN 13986,

—  Cement-bonded particleboards in accordance with EN 634-2 and EN 13986,
—  Fibreboards in accordance with EN 622-2, EN 622-3 and EN 13986,

—  Solid wood panels (SWP) in accordance with EN 13353 and EN 13986,

with a thickness of more than 20 mm is:

fhead,k = 9.4 N/mm?2.

The characteristic value of the head pull-through parameter for REISSER screws for a characteristic density of
350 kg/m? for wood-based members in accordance with Annex A.1.2 is:

fhead,k =11.4 N/mm?.

For LVL maximum characteristic density of 500 kg/m? shall be used in equation (8.40b) of EN 1995-1-1, for wood-
based panels a maximum characteristic density of 380 kg/m3.

The head diameter shall be equal to or greater than 1.8-ds, where d; is the smooth shank or the inner thread diameter.
Otherwise the characteristic head pull-through capacity in equation (8.40b) is F.x . rk = O for all wood-based materials.

For wood-based panels with a thickness 12 mm <t <20 mm the characteristic value of the head pull-through
parameter for REISSER screws is:

fhead,k = 8.0 N/mm?2,

For wood-based panels with a thickness of less than 12 mm the characteristic head pull-through capacity for screws
shall be based on a characteristic value of the head pull-through parameter of 8.0 N/mm?2. The characteristic head
pull-through capacity shall be limited to 400 N. A minimum thickness of the wood-based panels of 1.2-d, where d is
the outer thread diameter, and the values in Table A.2.2 shall be complied.

Table A.2.2 Minimum thickness of wood-based panels

Wood-based panel Minimum thickness [mm]
Plywood 6

Fibreboards (hardboards and medium boards)
Oriented strand boards (OSB)

Particleboards

Cement-bonded particleboards

Solid wood panels (SWP)

| 0 0 &

N
N

REISSER screws

Characteristic values of the load-carrying capacities Annex 2.3
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Outer diameter of washer di > 32 mm shall not be considered.
In steel-to-timber connections the head pull-through capacity is not governing.
A.2.3.4 Compressive capacity of fully threaded HBS screws with d = 8 mm — Characteristic yield strength

The design axial compressive capacity F.xrq Of HBS screws with d =8 mm and a full thread embedded in solid
timber, glued solid timber or glued laminated timber made from softwood with an angle a between screw axis and
grain direction of 30° < a < 90° is the minimum of the axial resistance against pushing-in and the buckling resistance
of the screw.

I:ax,Rd =min {fax,d - d - lef; Ke - Npl,d} (25)
faxa  design value of the axial withdrawal parameter of the threaded part of the screw [N/mm?],
d outer thread diameter of the screw [mm],

lef penetration length of the threaded part of the screw in the timber member [mm].

Ke=1 fir 3, <02 (2.6)

1 .
S — fir 5. - 0.2

= : (2.7)
k + k2 - e

k=05 [1 +049 [ -02)+ Xq

Ke =

(2.8)
_ - Npik
and a relative slenderness ratioAk = e (2.9)
ki,k
Npk  characteristic plastic normal force related to the net cross section of the inner thread diameter:
d2
Noy =7 - 71 S (2.10)
fyx  characteristic yield strength, f, = 1000 N/mm? for fully threaded HBS screws with d = 8 mm,
d, inner thread diameter of the screw [mm].
Npik
Npld = —
M (2.11)

ym1  partial factor in accordance with EN 1993-1-1.

characteristic ideal elastic buckling load:

Nex= vCh Es s [N] (2.12)

elastic foundation of the screw:

90° + a

ch= (019 +0,012-d)- py ( 1807

j N/mm?] (2.13)

Pk characteristic density of the wood-based member [kg/m?], for LVL < 500 kg/m?,

o angle between screw axis and grain direction, 30° < a < 90°,
n-d}
modulus of elasticity: Es = 210000 N/mm?, second moment of area: Iy = 641 [mm4]. (2.14)
REISSER screws
Characteristic values of the load-carrying capacities Annex 2.4
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A.2.4 Spacings, end and edge distances of the screws and minimum thickness of the wood-based material

A.2.4.1 Laterally or laterally and axially loaded screws

Screws in pre-drilled holes

For REISSER screws in pre-drilled holes the minimum spacings, end and edge distances are given in EN 1995-1-1,
clause 8.3.1.2 and Table 8.2 as for nails in pre-drilled holes. Here, the outer thread diameter d shall be considered.
Minimum thickness for structural members made of solid timber, glued laminated timber, glued solid timber, laminated
veneer lumber and cross laminated timber is t=30 mm for screws with d <8 mm, t =40 mm for screws with
d =10 mm and t = 80 mm for screws with d = 12 mm.

Screws in non pre-drilled holes

For REISSER screws in non-predrilled holes the minimum spacings, end and edge distances as well as the minimum
member thicknesses are given in EN 1995-1-1, clause 8.3.1.2 and Table 8.2 as for nails in non-predrilled holes.
Here, the outer thread diameter d shall be considered.

For Douglas fir members minimum spacings and distances parallel to the grain shall be increased by 50 %.

Minimum distances from loaded or unloaded ends parallel to the grain shall be at least 15-d for screws with outer
thread diameter d > 8 mm and timber thickness t < 5-d.

Minimum distances from the unloaded edge perpendicular to the grain may be reduced to 3-d also for timber
thickness t < 5-d, if the spacing parallel to the grain and the end distance is at least 25-d.

REISSER screws

Spacings, end and edge distances and dimensions Annex 2.5
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A.2.4.2 Only axially loaded screws
For SPARIBO screws with d = 6 mm and HBS screws with d = 8 mm and a full thread loaded only axially the minimum
spacings, end and edge distances given in Table A.2.3 or those given in paragraph A.2.4.1 apply for solid timber,
glued laminated timber and similar glued products made from softwood.

Deutsches
Institut

fur
Bautechnik

Table A.2.3 Minimum spacings, end and edge distances of the screws and minimum thickness and width of the
timber

Screw type SPARIBO HBS
Outer thread diameter d [mm] 6 8
Minimum spacing a4 in a plane parallel to grain 5.d 5.d
M|n.|mum spacing a, perpendicular to a plane parallel to 4.4 25.4
grain
Minimum end distance of the centre of gravity of the 10-d 10-d
threaded part in the timber member a; ¢
Minimum edge distance of the centre of gravity of the 25.4 4.4
threaded part in the timber member a, ’
Minimum product of spacing a; and a, aq-ap,=25.+d? a;-a;=25.d2
Crossed screw couples — Minimum spacing between the

. 15-d 1.5-d
crossing screws™?
Minimum timber thickness 10-d 10-d

8-d
Minimum timber width 5.d max
60mm

For the verification of resistance in accordance with EN 1995-1-1, clause 8.7.2 (1) the failure along the circumference
of a group of screws has to be considered also for connections without steel plates, if the spacings, end and edge
distances are less than the distances and thicknesses given in EN 1995-1-1.

13

Appropriate means have to ensure that the crossed screw threads do not touch each other when being inserted in the timber member.

REISSER screws

Spacings, end and edge distances and dimensions

Annex 2.6
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A.2.4.3 Cross laminated timber

The minimum requirements for spacings, end and edge distances of screws in the wide and narrow faces of cross
laminated timber are summarised in Table A.2.4. The definitions of spacings, end and edge distances are shown in
Figure A.2.1 and Figure A.2.2. The minimum spacings, end and edge distances in the narrow faces are independent
of the angle between screw axis and grain direction. They shall be used based on the following conditions:

—  minimum thickness of cross laminated timber: 10-d
— minimum penetration depth of the screws in the narrow faces of the cross laminated timber: 10-d

Table A.2.4 Minimum spacings, end and edge distances of screws in the wide or narrow faces of cross laminated

timber
aq ast azc az aat Aac
Wide faces (see Figure A.2.1) 4-.d 6-d 6-d 25-d 6-d 25-d
Narrow faces (see Figure A.2.2) 10-d 12.d 7-d 4-.d 6-d 3-d

aq

ast
Figure A.2.1 Definition of spacings, end and edge distances in the wide faces
REISSER screws
Spacings, end and edge distances and dimensions Annex 2.7
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dzc Ay

Figure A.2.2 Definition of spacings, end and edge distances in the narrow faces

REISSER screws

Spacings, end and edge distances and dimensions Annex 2.8

Z4770.24 8.06.03-111/23



Page 15 of European Technical Assessment Deutsches

ETA-11/0106 of 11 September 2024 '"5“;3:
Bautechnik

English translation prepared by DIBt

Examples of use for HBS screws with d = 8 mm and a full thread

Header-joist connection

2. ai¢

1

i
Y
]
i

8o

?

dzr

Y Joist

Header

S Centroid of the part of the screw in the timber

REISSER screws

Use examples Annex 2.9
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Parallel inclined screws to connect wood-based members
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S Centroid of the part of the screw in the timber
Thickness of the wood-based member
b Width of the wood-based member

—

REISSER screws
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A.2.5 Insertion moment

The ratio between the characteristic torsional strength fi,rx and the mean value of insertion moment Ryo; mean fulfills the
requirement for all screws.

A.2.6 Durability against corrosion

Screws made from carbon steel are electrolytically galvanised and yellow or blue chromated/ passivated.
Alternatively, a zinc flake coating (Duplex- or Base/ Top Coat treatment) is used. The base coating is a Zn-Ni layer,
on which a zinc layer (Duplex treatment) or an organic layer (Base/ Top Coat treatment) is applied. The mean
thickness of the zinc coating of the screws is 5 - 8 um.

Steel no. 1.4301 (A2), 1.4567 (A2), 1.4401 (A4), 1.4578 (A4), 1.4539 (A5) or 1.4529 (A8) are used for screws made
from stainless steel.

REISSER screws

Insertion moment and durability against corrosion Annex 2.12
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Annex 3 Compression reinforcement perpendicular to the grain (informative)

A.3.1 General

Only HBS screws with d = 8 mm and a full thread may be used for compression reinforcement perpendicular to the
grain. The provisions are valid for reinforcing timber members made from solid timber, glued solid timber or glued
laminated timber made from softwood.

The compression force shall be distributed evenly to the screws used as compression reinforcement.

The screws are driven into the timber member perpendicular to the contact surface under an angle between the
screw axis and the grain direction of 45° to 90°. The screw heads shall be flush with the timber surface.

A.3.2 Design

For the design of reinforced contact areas, the following conditions shall be met independent of the angle between
the screw axis and the grain direction.

The design resistance of a reinforced contact area is:

Reod = min [kc,90 “ B -l - l];c,?o,?ef: 'Tlf'c‘;r)l‘in {Raxaikc - Npial 1)
Where
kcoo parameter in accordance with EN 1995-1-1, clause 6.1.5,
B bearing width [mm],
lr1  effective contact length in accordance with EN 1995-1-1, clause 6.1.5 [mm],
f.00a design compressive strength perpendicular to the grain [N/mm?],
n number of reinforcing screws, n = ng - Ngg.
No number of reinforcing screws arranged in a row parallel to the grain,
ngy  number of reinforcing screws arranged in a row perpendicular to the grain,
Raxd =faxd - d- ef [N], (3.2)
faxa  design value of the withdrawal parameter of the threaded part of the screw [N/mm?],
d outer thread diameter of the screw [mm],
ke ‘Npig = % with . - Ny« in accordance with Table A.3.1 [N], (3.3)

lr,  effective contact length in the plane of the screw tips (see Figure A.3.1) [mm],
les2 = {les + (No =1) - @4 + min(l¢r ; @4 ¢)} for end supports (see Figure A.3.1 left),
les2 = {2 - les + (Ng —1) - a4} for intermediate supports (see Figure A.3.1 right),

lef threaded length of the screw in the timber member [mm],

ymt1  partial factor in accordance with EN 1993-1-114 ,

14 EN 1993-1-1:2005/AC:2009 Eurocode 3: Design of steel structures — Part 1-1: General rules and rules for buildings
+A1:2014

REISSER screws
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Table A.3.1 Characteristic load-carrying capacity k. - Ny« for fully threaded HBS screws in N

d [mm]

Pk [kg/m?] 3.0
310 11800
350 12200
380 12500
410 12700
450 13000

The characteristic load-carrying capacity «. - N« are based on a characteristic yield strength of the HBS screws of
fy«= 1000 N/mm?2,

VAR

\
\
I
s
H ‘ o :
‘ $5°/\\ lef

ef,2

| L ) ! L
A fF A N 7 A
Section A-A Section A-A
{ | |
| JaT T
‘ ) ) ) ‘ ° ° ° ' ‘
B ! a, B aZE
° ° ° ° ° ° |
| — Je ] = e
a4 | 8¢ a
<— = grain direction
Figure A.3.1 Reinforced end support (left) and reinforced intermediate support (right)
REISSER screws
Compression reinforcement perpendicular to the grain Annex 3.2
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Annex 4 Fastening of thermal insulation material on top of rafters (informative)

A.4.1 General

REISSER screws with an outer thread diameter d of at least 6 mm may be used for the fixing of thermal insulation
material on top of rafters or on wood-based members in vertical fagades. In the following, the meaning of the word
rafter includes wood-based members with inclinations between 0° and 90°.

The thickness of the thermal insulation material is up to 400 mm. The thermal insulation material is used that is
applicable as insulation on top of rafters or on wood-based members in vertical fagades.

The counter battens are from solid timber in accordance with EN 14081-1. The minimum thickness t and the minimum
width b of the counter battens are given in Table A.4.1:

Table A.4.1 Minimum thickness and minimum width of the counter battens

Outer thread diameter Minimum thickness Minimum width
d [mm] t [mm] b [mm]
6 and 8 30 50
10 40 60
12 80 100

The minimum width of the rafters is 60 mm.
The spacing between screws eg is not more than 1.75 m.
Friction forces are not considered for the design of the characteristic axial withdrawal capacity of the screws.

The anchorage of wind suction forces of the counter battens shall be considered for design. Screws perpendicular
to the grain of the rafter may be arranged where required.

A.4.2 Parallel inclined screws and thermal insulation material in compression

A.4.2.1 Mechanical model

The system of rafter, thermal insulation material on top of rafter and counter battens parallel to the rafter can be
considered as a beam on elastic foundation. The counter batten represents the beam, and the thermal insulation
material on top of the rafter the elastic foundation. The minimum compressive stress of the thermal insulation material
at 10 % deformation, measured in accordance with EN 82615, shall be 6195 = 0.05 N/mm?2. The counter batten is
loaded perpendicular to the axis by point loads F, Further point loads Fs are caused by the shear load of the roof due
to dead and snow load, which are transferred from the screw heads into the counter battens.

15 EN 826:2013 Thermal insulating products for building applications — Determination of compression behaviour

REISSER screws
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batten

thermal insulation
material

rafter

vapour barrier

roof boards

axis batten

daed and
snow load

top of the rafter
compressive force

transfer in the
heat insulation

screw axis tension force Ts

concentrated compressive force transfer
in the termal insulation material

Figure A.4.1 Fastening of the thermal insulation material on top of rafters — Structural system of parallel arranged

SCrews
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Sb

Figure A.4.2 Point loads Fy, perpendicular to the counter battens

REISSER screws

Fastening of thermal insulation material on top of rafters Annex 4.3
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{Ds + Ss) sinp=Rs

Figure A.4.3 Point loads Fs perpendicular to the counter battens, load application in the area of the screw heads

REISSER screws

Fastening of thermal insulation material on top of rafters Annex 4.4
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A.4.2.2 Design of the counter battens

It is assumed that the spacing between the counter battens exceeds the characteristic length |l¢ng

The characteristic values of the bending stresses may be calculated as:

(Fb,k + Fs,k ) : Ichar

M, = i
Where
lcnar  Characteristic length lchar = 4 4 El
Wes -K
El bending stiffness of the counter batten,

K modulus of subgrade reaction,
wer  effective width of the thermal insulation material,
Fox  point loads perpendicular to the counter battens,

(4.1)

(4.2)

Fsx point loads perpendicular to the counter battens, load application in the area of the screw heads.

The modulus of subgrade reaction K may be calculated from the modulus of elasticity EHI and the thickness ty, of
the thermal insulation material if the effective width w of the thermal insulation material under compression is known.
Due to the load extension in the thermal insulation material the effective width wis greater than the width of the
counter batten or rafter, respectively. For further calculations, the effective width wesof the thermal insulation material

may be determined as:
Wef =W +ty /2
Where

w minimum from width of the counter batten or rafter, respectively,
th thickness of the thermal insulation material.

The following condition shall be satisfied:

Omd = M4 <
w fm’d -

fm,d

For the calculation of the section modulus W the net cross section shall be considered.

The characteristic values of the shear stresses shall be calculated in accordance with:

Fo. +F
V, = (b,k _ S,k)
The following condition shall be satisfied:
T _1.5-Vy g
fv,d A- fv,d

For the calculation of the cross-section area the net cross section shall be considered.

(4.3)

(4.4)

(4.5)

(4.6)

(4.7)

REISSER screws

Fastening of thermal insulation material on top of rafters
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A.4.2.3 Design of the thermal insulation material
The characteristic value of the compressive stress in the thermal insulation material may be calculated as:
1.5 Fb,k + Fs,k
Ck =—(————
2-lchar - W

The design value of the compressive stress shall not be greater than 110 % of the compressive strength at 10 %
deformation calculated in accordance with EN 826.

(4.8)

A.4.2.4 Design of the screws

The screws are loaded predominantly axial. The characteristic value of the axial tension force in the screw may be
calculated from the shear loads of the roof Rq:

RSk
COos o

(4.9)

Tsk =

The load-carrying capacity of axially loaded screws is the minimum design value of the axial withdrawal capacity of
the threaded part of the screw, the head pull-through capacity of the screw and the tensile capacity of the screw in
accordance with Annex 2.

In order to limit the deformation of the screw head for thermal insulation material with thickness over 220 mm or with
compressive strength below 0.12 N/mm?, respectively, the axial withdrawal capacity of the screws shall be reduced
by the factors k4 and ks:

f d-le -ka -k 0.8 O'8f
Fax,a,Rd=min{ax’d ef k1 2(ka ;fhead,d-dﬁ-[p—kj frensic (4.10)

1.2.cos?a +sin?a |\ 350 350 YM2
Where
fax.d design value of the withdrawal parameter of the threaded part of the screw [N/mm?],
d outer thread diameter of the screw [mm],
les penetration length of the threaded part of the screw in the rafter [mm], l¢f = 40 mm,
Pk characteristic density of the wood-based member [kg/m?], for LVL the assumed characteristic
density shall not exceed 500 kg/m?,
o} angle o between screw axis and grain direction, 30° < a < 90°,
fhead.d design value of the head pull-through parameter of the screw [N/mm?],
dn head diameter of the screw [mm],
frens.k characteristic tensile capacity of the screw in accordance with Annex 2 [N],
™2 partial factor in accordance with EN 1993-1-1,
ki min {1; 220/ty},
ko min {1; c40/0.12},
th thickness of the thermal insulation material [mm],
G10% compressive stress of the thermal insulation material under 10 % deformation [N/mm?].

If equation (4.10) is fulfilled, the deflection of the counter battens does not need to be considered when designing
the load-carrying capacity of the screws.

REISSER screws

Fastening of thermal insulation material on top of rafters Annex 4.6
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A.4.3 Alternatively inclined screws and thermal insulation material not in compression

A.4.3.1 Mechanical model

Depending on the screw spacing and the arrangement of tensile and compressive screws with different inclinations
the counter battens are loaded by significant bending moments. The bending moments are derived based on the
following assumptions:

— The tensile and compressive loads in the screws are determined based on equilibrium conditions from the
actions parallel and perpendicular to the roof plane. These actions are constant line loads q, and q;.

— The screws act as hinged columns supported 10 mm within the counter batten or rafter, respectively. The
effective column length consequently equals the length of the screw between counter batten and rafter plus 20
mm.

—  The counter batten is considered as a continuous beam with a constant span | = A + B. The compressive screws
constitute the supports of the continuous beam while the tensile screws transfer concentrated loads
perpendicular to the counter batten axis.

The screws are predominantly loaded in withdrawal or compression, respectively. The characteristic values of the
screw’s normal forces are determined based on the loads parallel and perpendicular to the roof plane:

-sin(90° - o
Compressive screw: Ncy =(A+B)-| - q.“’k - ok , ( 2) (4.11)
cosay +sino /tana, sin(ouy + ap)
-8in(90° - a
Tensile screw: Nix =(A+B)- qll'k - ql'k. ( " 4.12)
cosa, +sina, / tan a, sin(ay +0ty)

A, B distances of the screws in accordance with Figure A.4.5,

Qux Ccharacteristic value of the loads parallel to the roof plane,

g,k Characteristic value of the loads perpendicular to the roof plane,

o angle a; and a, between screw axis and grain direction, 30° < a4 < 90°, 30° < a, < 90°.

Only screws with full thread or thread under head are used.

The bending moments in the counter batten follow from the constant line load q, and the load components
perpendicular to the counter batten from the tensile screws. The span of the continuous beam is (A + B). The
characteristic value of the load component perpendicular to the counter batten from the tensile screw is:

ik G -Sin(90° - o) sina,

(4.13)

Fzsk = (A +B)-
sk = )[1/tana1+1/tana2 sin(oq +ap)

A positive value for Fzsx means a load towards the rafter, a negative value a load away from the rafter. The system
of the continuous beam is shown in Figure A.4.5.

The counter battens fixed on the rafter shall be supported perpendicular to the load-bearing plane.

REISSER screws

Fastening of the thermal insulation material on top of rafters Annex 4.7
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90°- 02=0° to 60°

Figure A.4.4 Fastening of thermal insulation material on top of rafters — Structural system for alternatively inclined

SCrews

Fzs Fzs Fzs Fzs Fzs Fzs

N Y N Y N N T N N Y Y Y Y A N N NN N NN NN N N N N N N N N N AN N N N N N Y N A N N A

i —1 % | (I } ! | B—

9
counter batten

Figure A.4.5 Continuous counter batten under constant line loads from actions on the roof plane q, and concentrated

loads from tensile screws Fzs
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A.4.3.2 Design of the screws
The design value of the load-carrying capacity of the screws may be calculated with equation (4.14) and (4.15).
Screws loaded in tension:

0.8 0.8
1:ax,d -d- Ief,b ) [pb,k J . fax,d -d- Ief,r ) ( Prk j . 1:tens,k

F, =min ; - ; 4.14
axoRd 1.2.cos2ay +sin2a, (350 ) '1.2-cos2a, +sinZa | 350 ™2 (4.14)
Screws loaded in compression:
0.8 0.8
: faxd A lefp Pok | . faxd d-lefr Pri | . Kc "Npik
Fax,a,Rd = Min . - ; : : : (4.15)
” 1.2.cos?a4 +sin?aq | 350 1.2.cos?aq +sin?aq (350 M1
Where
fax.d design value of the withdrawal parameter of the threaded part of the screw [N/mm?],
d outer thread diameter of the screw [mm],
lefb penetration length of the threaded part of the screw in the counter batten [mm],
letr penetration length of the threaded part of the screw in the rafter [mm], les = 40 mm,
Pbk characteristic density of the counter batten [kg/m?], for LVL the assumed characteristic density shall
not exceed 500 kg/m3,
Prk characteristic density of the rafter [kg/m?], for LVL the assumed characteristic density shall not exceed
500 kg/m?,
o angle o, or o, between screw axis and grain direction, 30° < a,; < 90°, 30° < o, < 90°,
frens.k characteristic tensile capacity of the screw in accordance with Annex 2 [N],
YM1» VM2 partial factor in accordance with EN 1993-1-1,
Ke - Npik buckling capacity of the screw given in Table A.4.2 [N].
REISSER screws
Fastening of thermal insulation material on top of rafters Annex 4.9
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Table A.4.2 Characteristic buckling capacity of the screws «; - Npc in N

UHB screws
Free screw length | Outer thread diameter d
between counter [mm]
batten and rafter
[mm] 8.0/10.0
¥c * Npik [N]
<100 13300
120 10400
140 8300
160 6800
180 5600
200 4700
220 4000
240 3500
260 3000
280 2700
300 2300
320 2100
340 1900
360 1700
380 1500
400 1400
REISSER screws
Fastening of thermal insulation material on top of rafters Annex 4.10
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$
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small (oval) countersunk head truss head
hexagon head with washer face
optional:
-
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REISSER screws
. . Annex 5.1
R2, HBS, TKS and Vi-Port screws with single thread made of carbon steel,
RETINOX screws with single thread made of stainless steel,
Wooden fagade screws with single thread made of stainless steel
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REISSER R2, RETINOX, HBS, TKS and Vi-Port and Wooden facade screws with single thread
thread dimensions
+0,2 +03 h
Ad .oz & dl 01 & ds 203 pz10%
3,0 1,8 o 1,35 5,0
3,5 2,1 2,6 1.6 6,0
4,0 2,4 2,8 1,8 7.0
4,5 2,6 34 2,0 8,0
5,0 31 3,6 2,2 8,0
6,0 3,6 4,2 2,6 10,0
head shapes
(oval) countersunk . head small (oval) oval countersunk Panhead/ hexagon head with washer
& d head M countersunk head washer face raised head face
dk zo.5 dk min. | k min. dk 0,3 dks =03 | s=o2 |dkp-os| k=2 | SW |dkbpmax k
3,0 6,0 6,0 2,1 7.1 0,6 6,0 2.3
3.5 7,0 7,0 2,1 5,0 8,1 0,6 7.0 2,6
4,0 8,0 8,0 2,1 6,0 9,2 0,9 8,0 3,0
4,5 9,0 9,0 2,3 7,0 10,3 0,9 9,0 3,2
5,0 10,0 10,0 2,3 8,0 11,0 1,1 | 100 | 3,7 8 11,4 3,5
6,0 12,0 12,0 2.3 11,0 13,8 1,1 12,0 4.5 10
d 3,0 3,5 4,0 4,5 5,0 6,0
L*| 11" 20| 12" =20 | L1¥ 5000 | L2% 220 | 11" 2200 [ L2% 20| 121% 220 [L2% 2.0 | L1¥ 2200 |L2¥ 220 | L1% 500 [12% 220
16 9% 12
20 M%) 16 16 16
R g 21 g 21 21 21
30%| 26 . 26 = 26 26 26 26
125 i %
e 15 31 g 31 g 31 3 31 31 31
4071 386 X 36 x 36 3 36 3 36 36
S w w = 3
L 41 = 41 & 41 o 41 o 41 41
- i 46 46 3 46 3 46 3 46
x S
550 51 | w | 51 | ¥ | 51 | m s1 | 2
= w ; 2
60 0 56 56 = 56 | 3 56 N
70 150 66 66 | * 66 :
~J
80 1% 76 | © 76 =
gp 149 8
100 %
1107
120-180 >
200-300 *%°
* deviant lengths between Lmin < L < Lmax possible
# if L1, L2 < 30, then tolerance 21,5
REISSER screws
Annex 5.2

R2, HBS, TKS and Vi-Port screws with single thread made of carbon steel,
RETINOX screws with single thread made of stainless steel,
Wooden fagade screws with single thread made of stainless steel
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@ dk

L1
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N

P dk

D B
E)@‘ i

@ds

Bd1
@d_

L2

head optional with or without

fibs or milling pockets

jt

oval countersunk head

|

small (oval) countersunk head

_

shank drill

@ ck

[ )
| (

oval countersunk washer face

k

==

@dk

truss head

optional:

f SR

scrape point

Cptional: screw length and
Manufacturer identification on the head

for other screw drives
see Annex 5.17

s

)
| (

@ ck

Pan Head / raised head

Pdk

hexagon head with washer face

Spes-

rolled tip

REISSER screws

DNS screws with double thread made of carbon steel,
HBS, TKS and Vi-Port screws with double thread made of carbon steel
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DNS, HBS, TKS and Vi-Port screws with double thread
thread dimensions
+0,2 +03 h
& d-o3 & dl 01 & ds =03 p =10%
3,0 1,8 2,2 3:1 5,0
3,5 24 2,6 3.7 6,0
4,0 24 2,8 4,1 7,0
4,5 2,6 3.1 4,5 8,0
5,0 3,0 3,6 5.5 8,0
6,0 3,6 4,2 6,6 10,0
head shapes
(oval) countersunk T - small {oval) oval countersunk Panhead/ hexagon head with washer
@d head S countersunk head washer face raised head face
dk 0,5 dk min. | k min. dk =03 dks 03| s=02 |dkp-os| k=02 SW | dkbp max. k
3,0 6,0 6,0 2. 7.4 0,6 6,0 2.3
3,5 7,0 7,0 2,1 5,0 8,1 0,6 7,0 2,6
4,0 8.0 8,0 21 6,0 9.2 0,9 8,0 3.0
4,5 9,0 9,0 2,3 7,0 10,3 0,9 9,0 3,2
5,0 10,0 10,0 2,3 8,0 11,0 1,1 | 10,0 | 3,7 8 11,4 3,5
6,0 12,0 12,0 23 11,0 13,8 1.1 12,0 4,5 10
d 3,0 3,5 4,0 4,5 5,0 6,0
L*| L1 s00| 127200 | L2% 220 | L2% 220 | L1 100 | L2 220 | L1 230 | 12% 2.0 | 117220 | L2% 2300 | 117 2200 [ 127 20
1699 43
20105 16 16 16
254% 2 3 21 3 21 21 21
301 26 5 26 5 26 26 26 26
1,25 e b
28 31 g 31 ‘f‘ 31 B 31 - 31 31
407 36 3 36 | 3 36 | I 36 5 36 36
1,25 o= # s i
45 41 g 41 3 41 o 41 ol 41 41
50 12 46 46 g 46 g 46 46
55 150 51 g 51 g 51 E 51
60 1*° 56 56 56 ro 56
o =
70 30 66 66 ! 66 5
1,50 g o
80" 76 x 76 &
=]
90 -1,50 =] ;
100 g
110 -1,75
120-180 %%
200-300 %
*deviant lengths between Lmin < L < Lmax possible
# ifL1, L2 < 30, then tolerance £1,5
REISSER screws
Annex 5.4

DNS screws with double thread made of carbon steel,
HBS, TKS and Vi-Port screws with double thread made of carbon steel
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Optional: screw length and
L Manufacturer identification on the head

L1

-
jg S
7] = o
8‘ 8 ©
L2 for other screw drives
see Annex 5.17
head optional with or without
ribs or milling pockets
s 1
| L
L] [
% g s Bh [T 3 B[]
S S E Ay S i)
y
oval countersunk head oval countersunk washer face Pan Head / raised head
k

dk

@ dk
I
P dk

: -
=4 B =

small {oval) countersunk head truss head

hexagon head with washer face

shank dril

REISSER screws

A .
DRIBO screws with single thread made of carbon steel or stainless steel, nnex 5.5

TKS screws with single thread made of carbon steel or stainless steel

ZA4771.24 8.06.03-111/23



Page 36 of European Technical Assessment Deutsches

ETA-11/0106 of 11 September 2024 Institut
fiar
English translation prepared by DIBt Bautechnik

DRIBO and TKS screws with single thread
thread dimensions
+0.2 403 h
@d .o @ dl 01 @ ds =03 p =10%
3.0 1,8 2,2 1,35 5,0
3,5 2,0 2,6 1,6 6,0
4,0 2,4 2,8 1,8 7,0
4,5 2,6 3,2 2,0 8,0
5,0 3,2 3,5 2,2 8,0
6,0 3,6 4,4 2,6 10,0
head shapes
(aval) countersunk Truss head small {oval) oval countersunk Panhead/ hexagon head with washer
& d head e countersunk head washer face raised head face
dk 0,5 dk min. | k min. dk 03 dks 03| s=02 |dkp-os| k=02 SW | dkbp max. k
3,0 6,0 6,0 2.1 7a 0,6 6,0 2,3
3,5 7,0 7,0 24 5,0 8,1 0,6 7,0 2,6
4,0 8,0 8,0 2,1 6,0 9,2 0,9 8,0 3,0
4,5 9,0 9,0 2,3 7,0 10,3 0,9 9,0 3,2
5,0 10,0 10,0 2,3 8,0 11,0 s 10,0 | 3,7 8 11,4 3,5
6,0 12,0 12,0 2,3 11;0 13,8 G T 12,0 4,5 10
d 3,0 3,5 4,0 4,5 5,0 6,0
L*| L1% 220 | 12% 220 | L2220 |12 200 | L1¥ 200 | L2% 20| L1% 2200 | 12" 220 | L1% 220 | L2% 2200 | 117220 |12 220
16 -0,90 12
20| 16 16 16
i L 3 21 21 21 21
30| 26 5 26 26 26 26 26
1,28 B
35 = 31 = 31 g 31 B 31 3 31 31
407'**| 36 3 36 iR 36 5 36 =l 36 36
> Lt [ [
457 41 w 4 | 3 “n |9 n | 41 41
50125 46 | % 46 3 46 2 46 46
w = x
55 ‘150 51 = 51 u 51 u 51 = 51
o o = |
60 ¢ 56 56 56 56 I 56
= 3
v 66 66 66 3 66 5
[
80 +° 76 | 76 &
-J
T o é
100 +° o
o
1
120-180 2°°
200-300 *°
*deviant lengths between Lmin < L < Lmax possible
# if L1, L2 < 30, then tolerance £1,5
REISSER screws
Annex 5.6

DRIBO screws with single thread made of carbon steel or stainless steel,
TKS screws with single thread made of carbon steel or stainless steel

ZA4771.24 8.06.03-111/23
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Optional: screw length and
Manufacturer identification on the head

- L -~
X L1 .
2l = Q
& &
fop]
'D
Q) for other screw drives
see Annex 5.17
ead optionally with or without
ribs or milled pockets
s
k
i [N
3 ) 3 { \ [ T—) = B2 )
g3} ¢ S E d 1 L S :E4 {
7 H= |

oval countersunk head oval countersunk washer face Pan Head / raised head

k
1
% = 3 i b= )
© = s S =g I
truss head small (oval} countersunk head
optional:

h

TN T

shank drill

REISSER screws
Annex 5.7

SPARIBO screws with tapping point made of carbon steel or stainless steel,
TKS screws with tapping point made of carbon steel or stainless steel

8.06.03-111/23
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SPARIBO screws with tapping point made of carbon steel or stainless steel,
TKS screws with tapping point made of carbon steel or stainless steel

SPARIBO and tapping point screws
thread dimensions
+0,2 +0,3 h Fca. dp
Zd s & dl g2 & ds =03 P =10%
3,5 2,0 2,6 1,6 6,0 2,8 2.9
4,0 2,4(2,6) 29 1,8 7,0 3,0 2,9
4,5 2,6 (3,0) 3,3 2,0 8,0 3,7 3,2
5,0(5,3) 3,0(3,7) 3,5 (4,0) 2,2 8,0 4,5 3,9
6,0 (6,5) 3,6 (4,6) 4,4 (5,0) 2,6(2,2) 10,0 4,5 4,9
* (values in brackets only for screws made of stainless steel)
head shapes
(oval) countersunk small (oval) oval countersunk Panhead/
Truss head .
& d head countersunk head washer face raised head
dk =05 dk min. | k min. dk =03 dks=03| S=02 |dkpos| k=o2
3,5 7,0 7,0 2. 5,0 8,1 0,6 7,0 2,6
4.0 8,0 8,0 2,1 6,0 9.2 0,9 8,0 3,0
4,5 9,0 9,0 2,3 7,0 10,3 0,9 9,0 3,2
5,0 10,0 10,0 2.3 8,0 11,0 1,1 10,0 3,7
6,0 12,0 12,0 23 T1.0 13,8 i 12,0 4,5
d 3,0 3,5 4,0 4,5 5,0 6,0
L* | L1% 20 | 127200 [ L2% 200 [ 12" 220 | L1% 200 | 12" 220 | 12 200 | L2" 2200 | L2 200 [ L2" 220 | L1¥ 220 [ L2% 220
16 %% 12
20°7%05| 1p 16 16
254 gy g 21 21 21 21
30 28 5 26 3 26 26 26 26
[ .
3545 31 N 31 | e ;| 4 31 . 31 31
407%5| 36 2 36 : 36 5 36 5 36 36
1,25 £ 2 = B
45 =+ 41 w 41 B 41 ok 41 w 41 41
i
50 L2 46 ~ 46 2 46 B 46 46
b Pl
L 51 w 51 o 51 3 51
(o ] [ == ] ;
60 150 56 56 56 o 56
o 3
70 +# 66 3 3 66 3
[ o]
g0 5 76 | 76 S
gq 50 o 3
s
100 150 0o
o
1107175
120-180 %%
200-300 *0°
*deviant lengths between Lmin < L < Lmax possible
i L1, L2 < 30, then tolerance 1,5
REISSER screws
Annex 5.8

ZA4771.24
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fiir

90° a1

L

= = COptional: screw length and
manufacturer identification
on the head

L1
| T
; b s
. ; =
o =
\ = k for other screw drives

\Head optionally with or without e S
ribs or milled pockets

see Annex 517

P dk
|
w3 ———

[

oval countersunk washer face

hexagon head

optional

shank drill scrape point rolled tip
HBS, TKS and Vi-Port screws with coarse thread head shapes
thread dimensions | gountersunk | oval countersunk washer face | hexagon head
@d :Jef Adlzoa| Odseo2 | peiee sz Bdkeos | Bdkeio]| ko g +04 SW k 410
8.0 5.2 5.8 55 12.0 14,5 22 4.0 1.6 12 45
10,0 6,25 7.0 6.6 120 17,8 24 48 20 15 o5
120 712 g2 6.8 120 200 30 5.5 24 17 6.5
8,0 10,0 12,0
L L1 =20 L1+20 L1220
70 - 500 min. 32 - max. 100 min. 40 - max. 100 min. 48 - max. 90
REISSER screws
Annex 5.9

HBS, TKS and Vi-Port screws with coarse thread made of carbon steel

ZA4771.24
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ead optional with or without
ribs or milling pockets

oval countersunk washer face

S

©d

hexagon head

B S

1

Optional - screw length and
manufacturer identification
on the head

for other screw drives
see Annex 517

h

N

[

R

shank drill

DRIBO point scrape point rolled fip
HBS, TKS screws with HiLo thread head shapes
thread dimensions countersunk | oval countersunk washer face | hexagon head
@d f;' @dl03| @dsanz | paios ha? Odksos | Odketn| kans § 401 Sw ket
80 5,0 57 6.7 120 14,5 20 4.0 16 12 45
10,0 64 7.1 Ers 12,0 17.8 24 4.8 20 15 55
d 8,0 10,0
L L1+20 L1 20
40 - 500 . .
min. 32 - max. 90 min. 40 - max. 90
(201 - 500)*
“Garbon steel bolts only
REISSER screws
Annex 5.10

HBS and TKS screws with HiLo thread made of carbon steel or stainless steel

ZA4771.24
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Institut
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L1

D dk

90° s3°

~ N [ |7

@ds

il

hexagon head

k

@ dk

|
T
ll.l.li'_].l.l.l

|

@ dkbp

oval head with washer face

nominal length L max.

L1

+2,0

50

0

12

full thread HBS screws

scrape point

90° +3°

@d

@d1

;
ead optional with or without

head shapes

optional: lenght of screw and
manufacturer mark on the head

X

for other screw drives
see Annex 5.17

ribs or milling pockets

rolled tip

thread dimensions

cylindrical head

countersunk head

oval head with washer face

hexagon head (with washer face)

@d,, (@d1+03 Gds+02| p+10% [Bdk-05[k=+03 @dk+06 @dk+10[ k03 |s+03| SW k+10 dkbp
80 *02 62 5,8 55 10,0 7.0 14.5 20 40 1.6 12 45 13,6
REISSER screws
Annex 5.11

Full thread HBS screws made of carbon steel

ZA4771.24
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L
70 425 59 12 optional: lenght of screw and
manufacturer mark on the head
% 5,4 +10% 5,6 +10%
=
3 ‘A Ly b
E JQ\J - - L\ AN
= - Y |
3 g =& o 2| for other screw drives
7.5 105 = 2 = g Q|  seeAnnex 5.17
gt S Q
nominal diameter 8,0 mm
optional:
L L min
160 158
180 178
200 197 ) m
220 217
230 227 friction wings
240 237
250 247
260 257
270 267 .
250 277 rolled tip
300 297
320 N7
330 3z27
340 337
350 347 .
360 357 scrape point
380 377
400 397
420 417 %
440 437
460 457 _ _
480 A77 tapping point
500 497
REISSER screws
A 12
UHB and Vi-Port screws with thread under head d = 8.0 mm made of carbon steel nnex 5

ZA4771.24 8.06.03-111/23



Page 43 of European Technical Assessment
ETA-11/0106 of 11 September 2024

English translation prepared by DIBt

Deutsches
Institut

fiir
Bautechnik

Optional: screw length and
L Manufacturer identification on the head
. k [ X
i I
i 7 p | _ 1
u - -~ r—— [rap—
= 3
=] ol
8 | L1 MRS, ,
< e g I
Truss head for other screw drives
see Annex 5.17
alternativ:
scrape point SPi - point DRIBO point tapping point
Facade panel screws with truss head
thread dimensions head shape
@d @di1 @ds 02 p =10% @ dk k
42 2,67 3.2 18 min. 9,8 min 2,1
48 e 32 0.2 3.8 232 min. 11,8 min. 2,3
5,50 3,5 02 4.1 24 min. 11,8 min. 2,3
od 42 48 5.5
* # # #
L L1"+2,0 L1720 L1720
2510
-
15 =
33'1 5 E _ _
® e £ E
38_"5 E % “g
40 1‘5 £ E E
45" “‘; £ =
50" E S &
55'° = =
60'2,5
64-2,5
80%°
* Intermediate lengths Lmin < L > Lmax are possible
# if L1 <30, then tolerance +1,5
REISSER screws
A A
Facade panels screws (FPS) with truss head made of carbon steel or stainless steel nnex 5.13

ZA4771.24
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2 +10% TX
S |
= _ A = -
S W |8
1 - - |
head optional with or without Sl & j
ribs or milling pockets = e st
" optional:
—"—l‘— k 812
= 5 = J '
1S S LSt ]
] } o ][220 g
small oval countersunk head cylindrical head cylindrical head o s
with washer face < thread underhead w
optional:
scrape point SPi - point DRIBO point tapping point
Terrace screw ( thread acc. to annex 5.5)
; : small oval countersunk head / —
iRk i easinen cylindrical head with washer face efnckich! Tiead
@d,, @d1 £0,2 @ds £02 p £10% @ dk £0,3 k02 @ dk £0,3 k 03
R 36 4 _ 22 77 28 6.8 3.0
L-15 L1¥ +20
85 20
40 25
45 25
50 35 (30)
60 35 (33) thread length in brackets only
70 35(40) | for screws with thread under head
80 35
90 50 #if L1 < 30, then tolerance +1,5
REISSER screws
Annex 5.14

Terrace screws made of carbon steel or stainless steel

ZA4771.24
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optional: lenght of screw and
i " manufacturer mark on the head
| S |
| ‘ Q.
g é:& B Y
.D = —_— — — — —
S %ﬂ ﬁm @
% =
; s 8 &
|
—0 for other screw drives
see Annex 5.17
optional:
B
shank drill scrape - point
L tol. L1+20
40 -1,5
50 15
60 15
70 -1.5
80 15
90 -1,75
100 175
110 1,75
120 -1.75
130 20
w | 20 | 2
150 -2,0 ]
160 20 5
180 20 =
200 | 23 2
220 -2,3
240 23
250 25
260 -2,9
280 25
300 25 Reisser STRONGI® wood screws
ig ;; od +0,3 | od1 £0,3 | p+10% | ods +0,1 | odk 1,0 | k+0,2 | s+02 |edb+02| b+04
i 7,0 44 35 49 | 160 | 40 18 76 23
400 2,5 8,0 4,8 3:0 9,69 17,0 4,2 1.8 9.2 2.4
REISSER screws
Annex 5.15

STRONGI® wood screws made from carbon steel

ZA4771.24
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90° 4°
L ®d3 |
1 @ d4 |
& ' /53_1
| | 4
|r_ @d1 _J " =
P d2
/ \
\J
d1+03 | d2+03 | d3+03 | d4+03 | h=03 w c
@80 8,5 25,0 17,5 16,5 5,0 ~1,25 ~1,0
@10,0 11,0 32.0 225 215 6.0 ~14 ~075

Washers made of carbon steel shall be only used with screws made of carbon steel.
Screws made of stainless steel shall not be used with washers made of carbon steel.

REISSER screws

Countersunk washers for HBS and Vi-Port screws made of carbon steel

Annex 5.16

ZA4771.24
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cross recess type H cross recess type Z hexagon socket hexagon head

Torx@Ttap®

sizes of screw drives

screw drive @30 @35 | @40 | @45 | @50 | @55 | @60 | @70 | @80 | @10 @12
cross recess type H
1 1/2 2 2 2 213 3 3
Ccross recess type Z
X
TXPin
10 [0/15/20015/20( 20 |20/25|20/25| 25/30 30 30/40 | 40/50 | 40/50
Torx® Ttap®
SITe
heaxagon head Sw8 SW10 SW12 | SW15 | SwWi17
hexagon socket SW 4 SW 5 SW6

REISSER screws

; - Annex 5.17
Overview screw drives

ZA4771.24 8.06.03-111/23
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L Cptional: screw length and
Manufacturer identification on the head

A

00° +3¢

o =l =
S - S| & for other screw drives
see Annex 5.17
head optional with or without
ribs or milling pockets
8
=1 k
T
| /
= ;\: ) S { ) ) S Ea‘: A )
LSt Eg | ( e E ; | S 3; ’ (
¥\
oval countersunk head oval countersunk washer face Pan Head / raised head

k

=

@ dk
@ dk
L

@ dk

EEN =

small {oval) countersuink head truss head hexagon head with washer face
optional:
h
]
— e e
shank drill scrape point rolled tip
REISSER screws
Annex 5.18

DNS screws with coarse thread made of carbon steel,
HBS, TKS with coarse thread made of carbon steel
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HBS, TKS with coarse thread made of carbon steel

DNS, HBS and TKS screws with coarse thread
thread dimensions
+0,2 +0,3 h
Dd oz Ddl o1 D ds 03 P +10%
5,0 3,0 3,5 3,1 8,0
6,0 3,6 4,1 3,6 10,0
head shapes
({oval) countersunk T g small (oval) oval countersunk Panhead/ hexagon head with washer
@d head e countersunk head| washer face raised head face
dk +o05 dk min. | k min. dk +0,3 dks +0,3| s+02 |dkp-os| ko2 SW |dk max. k
5,0 10,0 10,0 2,3 8,0 11,0 11 10,0 2,7 8 1 5,1
6,0 12,0 12,0 2.3 11,0 13,8 i B B 12,0 4,5 10 13,2 6,3
d 5,0 6,0
L*| L1* 420 L2% 120 | L1% 220 | 12" 220
16799
20 105
25719 21
307%| 26 26
358 31 31
40| 36 36
45715 41 41
50 V% 46 46
55 1% 51 9 51
60 **°| 56 =) 56 .
-1,50 8 =
70 66 b 66 2
[l
80| 76 § 76 | &
90 150 E," §
1601 o0
o
)
120-180 >
200-300 *%°
*deviant lengths between Lmin < L < Lmax possible
it L1, L2 <30, then tolerance +1,5
REISSER screws
Annex 5.19
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